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Uniquely relaxing sauna experience.

Harvia Fuga combines modern design, unique
soapstone surface pattern, and durable quality. Top-quality heat is guaranteed by
the patented SteamFlow system that directs the water behind the stones and then
back on the front surface again, turning it into a beautiful steam.

Directly the water also tot he back surface where the soapstone is at ist hottest
enables a truly pleasant humid heat.

Technical information:

Modell FUGOE FU90E
Output kW 6,0 9,0
Sauna room min. m® 5 8
Sauna room max. m> 8 14
Sauna room height min cm 190 190
Dimensions/mm width 480 480
Dimensions/mm height 900 900
Dimensions/mm depth 235 235
Weight kg 20+ 20+
Steine 30 Steine 30
Supply voltage 3-Phase 400V 3N 400V 3N
Connection cabel mm? 5x1,5 5x2,5
Fuse A 3x10 3x 16
Control unit C150 C150
Safety distance/mm: to wall A 50 70
Safety distance/mm: to front lower platform B 230 290
Safety distance/mm: to ceiling C 1000 1000
Safety distance/mm: to floor E 30 30
Adjustable temperature min. - max. °C 40-110 40-110
Operating time h 2-8 2-8

Pre-setting time h 0-18 0-18
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Type A min. mm B min. mm |
FUBO/FUBOE 50 230
FUS0/FUSDE 70 290

http://www.sauna-life.com



